
Fully balanced compression solution 
According to ISO 13631 (API 11P)

Full range of compressors  
Fully balanced reciprocating compressor systems, compliant with ISO 13631 (API 11P), are the go-to solution for a 
broad spectrum of applications in the upstream, midstream and downstream sectors of the oil and gas industry.
 
Burckhardt Compression compressors are designed with versatility in mind, offering a variety of frames to cater 
to your unique needs. We understand the importance of reliable service and the availability of spare parts. With 
conveniently located service centers across the U.S., supported by our global service network, we are available 
24/7.

Customer benefits
•	 Fully balanced structure eliminates vibrations  

to surrounding infrastructure and machinery
•	 Installation made easy with no special  

foundation required
•	 Space-efficient design for a small footprint
•	 Streamlined skidded-solution for minimum  

interfaces
•	 CAPEX-optimized compressor system
•	 Simplified maintenance
•	 Full spectrum of after-sales services
•	 Local service centers across the U.S., 

backed by our global service network 
 



Burckhardt Compression (US) Inc.
19750 FM 362 Road, Waller, TX 77484
Tel.: +1 281 582 1050
bcus.webquery@burckhardtcompression.com
www.burckhardtcompression.com
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Technical data

Dimensions

51 – 87

79 – 174

67 – 114

Width 
in

46

65

50

Height 
in

122

189

158

Length 
in

HS-B (2, 4 cranks)

HS-E (2, 4, 6 cranks)

HS-C (2, 4 cranks)

Type

HS-B

HS-E

HS-C

Type

2, 4

2, 4, 6

2, 4

Throws

3.5, 4.3

5.5, 6.7

4.5, 5.5

Stroke 
in

1‘600

8‘000

4‘000

Max. power per throw 
at rated speed 

hp

22‘500

72‘500

36’000

Max. combined 
rod load 

lbs

1’000

1’000

1’000

Rated 
speed 

rpm

600 – 1‘800

500 – 1‘200

600 – 1‘500

Speed 
range 

rpm

2‘900

5‘000

2‘900

MAWP 
psi

The right solution for your application
Compressor design
•	 Fully balanced to eliminate horizontal  

moments and forces
•	 Lubricated and non-lubricated designs
•	 Driven by electrical motor or gas engine

•	 Available with 2, 4 and 6 cranks
•	 Power up to 10‘000 hp
•	 In compliance with ISO 13631 (API 11P)
•	 NACE compliant 


