Sustainability Report

SASB Mapping

SASB Sustainability Disclosure Topics & Accounting Metrics

Topic

Energy Management

Fuel Economy & Emissions in
Use-phase

Remanufacturing
Design & Services

SASB Accounting Metric

(1) Total energy consumed,
(2) percentage grid electricity,
(3) percentage renewable

(1) Total recordable incident rate
(TRIR),

(2) fatality rate, and

(3) near miss frequency rate
(NMFR)

Sales-weighted fleet fuel efficien-
cy for medium- and heavy-duty
vehicles

Sales-weighted fuel efficiency for
non-road equipment

Sales-weighted fuel efficiency for
stationary generators

Sales-weighted emissions of: (1)
nitrogen oxides (NOx) and (2) par-
ticulate matter (PM) for: (@) marine
diesel engines, (b) locomotive die-
sel engines, (c) on-road medium-
and heavy-duty engines, and (d)
other non-road diesel engines

Description of the management
of risks associated with the use of
critical materials

Revenue from remanufactured
products and remanufacturing
services

Code

RT-1G-130a.1

RT-IG-4100.4

RT-IG-440b.1

Reference

GRI 302-1
GRI 302-3
Page 61

GRI 403-1
to 8 Pages
53, 62

78-79,

Further Information and
omissions

Percentage grid electricity has
not been evaluated separately
until now. We are working on
making this breakdown available
in the future.

We do not yet track near miss fre-
quency rate (NMFR). We are eval-
uating the possibility of providing

such information in the future.

Not applicable to our products.
The vast majority of Burckhardt
Compression's compressors are
powered by electricity.

This information is not disclosed
for business reasons.

SASB Activity Metrics

Activity Metric

Number of units produced by
product category

Number of employees

Code Reference

RT-IG-000.A n/a

RT-IG-000B  GRI102-8
Page 62

Further Information and

omissions

This information is not disclosed
for business reasons.
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